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35 TRANSMITTER DISTRIBUTOR 


ACTUAL WIRING DIAGRAMS 


CONTENTS PAGE 1.02 The section is reissued to include the 
most current wiring information. Since 
: 1. GENERAL .. 1. ce ee ee ee ee 1 this is a generalrevision, marginalarrows have 
| been omitted. 
2. DIAGRAM INDEX.............4. 1 


1.03 Schematic wiring diagrams for the trans- 
mitter distributors will be found in the 


( : GENER? appropriate section for the set with which they 
1.01 This section provides actual wiring dia- are used. 
grams for the 35 transmitter distribu- 
tors. 2. DIAGRAM INDEX 


DRAWING 
SUBJECT NUMBER 
Transmitter Distibutor 5814WD 10 
LXD803 (Bell 35A), LXD804 (Bell 35B), 
LXD809 
( Transmitter Distributor 6503WD 3 
LXD807, LXD828 
35 Transmitter Distributor : 7138WD 5 


LXD805 (Bell 35C), LXD806 
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NO NOTES I K 5814 WD [ 
156541 [REVISIONS | 
DISTANT TERMINATING AREA TRANSMITTER DISTRIBUTOR 
— CLUTCK MAGNETS 
ey DISTANT TERMINAL DESIGNATION eee Note & 
A-1-W-BL 
v8L, Fe 
! WIRE COLOR CODE QQ Y 
COLOR CODE: 7a0 160639 
BK - BLACK W-BK — WHITE-BLACK (1) (2) CONTROL LEVER 
BR — BROWN W-BR — WHITE-BROWN CONTACT ASSEMBLY 
R — REC W-R — WHITE-RED aa 
O — ORANGE W-O — WHI TE-ORANGE U-9-P 
vy — YELLOW w-Y — WHITE-YELLOW 
G - GREEN w-G — WHITE-GREEN U-10-BR a 
BL — BLLE W-BL — WHITE-BLUE 
P — PURPLE w-P — WHI TE-PURPLE 
Woe WHITE w-S -— WHITE-SLATE = he 
S - SLATE 0 - 
3 3 
E CONNEC™OR VIEWED FROM BOTTOM. B 160632 
TAPE -OUT 
ALL CONTACTS SHOWN IN UNOPERATED 192600 CONTACT ASSEMBLY 
POSITION. TRANSMITTER DISTRIBUTOR 
SIGNAL GENERATOR (uc aa-pK 
48v. oc + 10% POWER TO BE USED ON CLUTCH (2) 0 
TRIP MAGNET ASSEMBLY CIRCUIT WITH AN U-1-W9 gc | 
EXTERNAL 500 OHM RESISTOR. U-7-BL | 
THE 195648 STRAP 1S NOT PRESENT IN EARLY 
MANUFACTURED UNITS. C 
154166 ARC SUPPRESSOR ON LXD 804 ONLY. 192605 as 
DISCONNECT ONE ARC SUPPRESSOR LEAD 195648 STRAP 
WHEN STROBING SIGNAL GENERATOR. (SEE NOTE 6) TAM UNG CONTRETS ACTUAL 
f U-3-R WIRING DIAGRAM 
U-4-G FOR MODEL 35 
au 3 (1) (2) TRANSMITTER 
{ 
TRANSMITTER DISTRIBUTOR CONNECTOR DISTRIBUTOR 
(SEE NOTE 3) LxD803 
LXD804 
LY¥YD 8093 
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1.] WIRING LEGEND: 


| K | | 650awp | 


[REVISIONS | 


DISTANT TERMINATING AREA 
DISTANT TERMINAL DESIGNATION 
A- 1-W-BL 


eee COLOR CODE 


COLOR CODE: 


TRANSMITTER DISTRIBUTOR 
CLUTCH MAGNETS 


ACTUAL 
WIRING DIAGRAM 
FOR 
TRANSMITTER 
DISTRIBUTOR 
[ APPROVALS | 


® M 


74n 


BK — BLACK W-BK — WHITE-BLACK () (2) CONTROL LEVER 
BR — BROWN W-BR — WHI TE-BROWN CONTACT ASSEMBLY 
R — RED W-R — WHITE-RED a) 
O — ORANGE W-O — WHI TE-ORANGE U-9-P 
G — GREEN w-G — WHITE-GREEN U-10-BR oO) 
BL — BLUE W-BL — WHITE-BLUE 
P — PURPLE wW-P — WHITE-PURPLE 
Wo WHITE w-S — WHITE-SLATE > 195377 “ 
S — SLATE « SUPPRESSOR on 
= NOTES6 ni L 
2 


CONNECTOR VIEWED FROM 8 
B TAPE -OUT 
CONTACT ASSEMBLY 


ALL CONTACTS SHOWN IN 
POSITION. 


UNOPERATED 
TRANSMITTER DISTRIBUTOR 


x SIGNAL GENERATOR FILTER UV) U-24-8K 
SHIELDED CABLE * 179635 USED ON LxD 807 NETWORK (2) 
B. (NOTE 5) U-8-0 


MAIN CABLE * 301684 


© SHIELDED CABLE 304561 USED ON LxD 28. 


As) U-7-BL 


6 | 195377 NETWORK, SPARK SUPPRESSOR USED 
On LxXD 607 AND LXD 28 


a 
{4 @ 
TRANSMITTER DISTRIBUTOR CONNECTOR aie 
(SEE NOTE 3) b @ LXxD807, 28 
. NB 
CONNECTOR 
PLUG 
(NOTE 5) ee 
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OATE: 11-8 —63 
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NOTES 
WIRING LEGEND: 
DISTANT TERMINATING AREA 
DISTANT TERMINAL DESIGNATION 
A- 1-W-BL 


i COLOR CODE 


COLOR CODE: 


BK — BLACK 
BR — BROWN 
R — RED 
O — ORANGE 
Y - YELLOW 
G — GREEN 

L = BLUE 

P — PURPLE 
W— WHITE 
S - SLATE 


CONNECTOR VIEWED FROM WIRED SOE. 


ALL CONTACTS SHOWN !N UNOPERATED 
POSITION.(CONTROL LEVER IN STOP POSITION) 


115VAC.t 10% POWER TO BE USED ON CLUTCH 


TRIP MAGNET ASSEMBLY CiRCUIT (256M COIL 


ASSEMBLIES) IF 0.C.iS USED, CURRENT MUST BE 
LIMITED TO IOOMA BY AN EXTERNAL RESISTANCE 
(COIL RESISTANCE = 74.9. EACH ) FOR 120 v0c*t lo 
POWER, ANEXTERNAL RESISTANCE OF 1000 1 1S 
REQUIRED. FOR 48 V0.CTIO % POWER, AN EXTER- 
NAL RESISTANCE OF 350 “IS REQUIRED. 


ASSOCIATED CABLE '79493 


DISCONNECT ONE ARC SUPPRESSOR LEAD WHEN 
STROBING SIGNAL GENERATOR. 

REMOVE ARC SUPPRESSOR WHEN LXD IS 
USED ON LOW VOLTAGE SYSTEMS. 


CROSS REFERENCE ACTUAL TO SCHEMATIC 
| NAME 
LxXDB 800 
VSL 303 


4729 WD 
7487 WO 


NUMBERS IN PARENTHESIS DO NOT APPEAR ON PRRTS 


154166 
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156541 
TRANSMITTER DISTRIBUTOR 
CLUTCH MAGNETS 


N © 


74 7H 


SEE NOTE 5 


(1) (2) (3) (4) 
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197077 
TRANSMITTER DISTRIBUTOR 
SIGNAL GENERATOR 


ARC 


195646 STRAP 


192013 
TRANSMITTER DISTRIBUTOR CONNECTOR 
(SEE NOTE 3) 


G~(2)} BK-R 


192605 
TIMING CONTACTS 


U-3-R 
U-4-6 


COVER WITH 
155750 SLEEVE 
(2-PLS.) 


F-4)-BR-G 


M 7138 WO 


r60639 A 
CONTROL LEVER 
CONTACT ASSEMBLY 


REVISIONS l 


| & 218 -1-64 | 77450 3 
| 3 [6-38-64 8i548 
4 Tio- 2-64 [oiséea | 
CER WITH 
(55750 SLEEVE &:. 
(2-PLS) ' 
160632 
TAPE - OUT 
CONTACT ASSEMBLY 
Li y-43-ak 
U-8-9@ 
3 U-7-8h 
a v 
COVER WITH 
155750 SLEEVE 
(3-LS.) 
166094 
AUXILIARY 
CONTACT ASSEMBLY 
U-I4-R-S 
U-30-8K-R 
U-46-W-P 
COVER WITH 
(55750 SLEEVE 
(3 PLACES) 


U-39-R-G 
U-38- R-BL 


ACTUAL 
WIRING DIAGRAM 
FOR MODEL 35 
TRANSMITTER 
O01STRIBUTOR 
LX0805, LXD806 
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CODE READING 
CONTACT ASSEMBLY 
U-29-W 
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39522RM 
STRAP 


prop. wo, 7158WD 


OATE: 11-19-63 


COVER WITH 
155754 SLEEVE 
(16-PLS) 


7138 WO 


